
THE NEW FORCE IN ACTUATION

ROTARY / LINEAR PNEUMATIC AND HYDRAULIC ACTUATION

SEVERE SERVICE

CORROSION PROTECTION

LONG LIFE

THE NEW FORCE IN ACTUATION



Mining

Petro - chemical

Chemical

Ore Processing

Power Generation

Food and Beverage

Pulp and Paper

Pharmaceutical

Sugar Refining

Australian Manufactured and Owned

High Quality Investment Castings

Linear Cylinders for Knife-gates or Pinch valves  -30 to +150 Deg celcius

Large Stock Holdings 90 deg rotation

Can be direct mounted to most butterfly and Ball valves 1200 Kpa supply pressure (Air/Hydraulic)

Corrosion resistant coated springs
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THE NEW FORCE IN ACTUATION

2 Year Standard warrantee *

STAINLESS STEEL PNEUMATIC/HYDRAULIC ACTUATOR

QUARTER TURN / LINEAR ACTUATORS FOR SEVERE SERVICE AND HIGH PERFORMANCE

SPRING RETURN / DOUBLE ACTING

High Visibility

Indicator

Universal

Mounting

Spring Return

Double Acting

Dual

O Ring Piston

Polished

Barrels

Scotch Yoke

Design

Full 316ss

Construction

Viton® / Teflon®

Seals & Bushes



OUTPUT TORQUE - DOUBLE ACTING (Nm)

Model Number: Supply Piston Torque Nm

(Kpa)

MVR4 DA 550 1 51

400 37

MVR6 DA 550 1 73

400 53

MVR16 DA 550 1 193

400 140

MVR25 DA 550 1 272

400 198

MVR38 DA 550 1 414

400 301

MVR55 DA 550 1 595

400 433

MVR76 DA 550 2 828

400 602

MVR110 DA 550 2 1190

400 865

MVR250 DA 550 1 3051

400 2219

MVR400 DA 550 1 4180

400 3040

MVR800 DA 550 2 8361

400 6081

OUTPUT TORQUE - SPRING RETURN - (Nm)

Air Air Spring Spring

Model Number: Supply Piston Break End Break End

(Kpa)

MVR4 SR 550 1 33 18 28 18

400 24 13 20 13

MVR6 SR 550 1 47 26 40 26

400 35 19 29 19

MVR16 SR 550 1 125 68 107 68

400 91 49 78 49

MVR25 SR 550 1 177 95 150 95

400 129 69 109 69

MVR38 SR 550 1 269 145 229 145

400 196 105 166 105

MVR55 SR 550 1 387 208 329 208

400 281 151 239 151

MVR76 SR 550 2 538 290 457 290

400 391 211 333 211

MVR110 SR 550 2 774 417 657 417

400 563 303 478 303

MVR250 SR 550 2 1983 1068 1686 1068

400 1442 777 1226 777

MVR400 SR 550 2 2717 1463 2309 1463

400 1976 1064 1680 1064

MVR800 SR 550 2 5435 2926 4619 2926

400 3952 2128 3360 2128
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THE NEW FORCE IN ACTUATION

Motivact Pty Ltd reserves the right to change the above figures without notification

STAINLESS STEEL PNEUMATIC/HYDRAULIC ACTUATOR

TORQUE FIGURES



approx

Weight

A B1 B2 C D1 D2 E F G H1 PCD H2 PCD I J K SQ L M N (kg)

MVR4 250 82 90 90 15 23 113 155 95 50 50 1/8" NPT 41 11 M6 10 88 2.2

MVR4 SR 300 " " " " " 163 205 " " " " " " " " 88 2.8

MVR6 330 120 134 105 20 33 113 180 160 83 70 1/8" NPT 50 19 M8 16 88 5.6

MVR6 SR 402

" " " " " 185

" " " " " " " " 88 6.5

MVR16 408

120 134 105 20 33 113

248 160 83 70 1/4" NPT 54 19 M8 16 121 7.9

MVR16 SR 521 " " " " " 226 " " " " " " " " 121 8.3

MVR25 468 170 190 143 25 45 120 220 248 108 108 1/4" NPT 78 25 M10 16 121 13.5

MVR25 SR 588 " " " " " 240 " " " " " " " " 121 14.6

MVR38 503 170 190 166 25 45 160 255 248 108 108 1/4" NPT 78 25 M10 16 149 15.5

MVR38 SR 663 " " " " " 320 " " " " " " " " 149 16.4

MVR55 503 170 190 178 25 45 160 255 248 108 108 1/4" NPT 78 25 M10 16 178 20.2

MVR55 SR 663 " " " " " 320 " " " " " " " " 178 21.1

MVR76 510 170 190 166 25 45 160 255 255 108 108 1/4" NPT 78 25 M10 16 149 22.5

MVR76 SR 990 " " " " " 320 " " " " " " " " 149 23.6

MVR110 510 170 190 178 25 45 160 255 255 108 108 1/4" NPT 78 25 M10 16 178 30

MVR110 SR 990 " " " " " 320 " " " " " " " " 178 31.5

* MOTIVACT Pty Ltd reserve the right to change the above information without notice
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THE NEW FORCE IN ACTUATION

MOTIVACT can make custom shafts to Direct Mount onto most styles of Butterfly valves

STAINLESS STEEL PNEUMATIC/HYDRAULIC ACTUATOR

DIMENSIONS



ITEM DESCRIPTION MATERIAL QTY 76,110

1 Housing 316 S/S 1

2 Output Shaft 17-4 PH S/S 1

3 End Cap 316 S/S 2 4

4 Barrel 316 S/S 1 2

5 Spring Spring Steel 1 2

6 Yoke 17-4 PH S/S 1

7a Roller Pin 17-4 PH S/S 1

7b Bearing 17-4 PH S/S 2

8 Bush Output shaft / Piston shaft GF Teflon 2

9 Circlip output shaft 420 S/S 2

10 Piston 316 S/S 1 2

11 Piston Shaft 316 S/S 1 2

12 Piston O ring Viton 2 4

13 Tie Rod 316 S/S 4 8

14 Indicator Acetal 1

15 Piston guide GF Teflon 1 2

16 Position Plate 316 S/S 1

17 End Cover 316 S/S 1 0

18 Travel Stop 316 S/S 1

19 End Bolts 316 S/S 4 8
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** All metal to metal contacts are coated with Teflon impregnated grease **

THE NEW FORCE IN ACTUATION

STAINLESS STEEL PNEUMATIC/HYDRAULIC ACTUATOR

PARTS LIST

1

2

3

17

16

19

18

4

14

13

6

7a,b

8

10

6

15

9

11

12



Knife - Gate

Pinch Valve

Diaphragm

Damper All Modifcations or moutnig

can be easily made on site

at the MOTIVACT Facility

Mining

MOTIVACT provides quick

delivery with it's generous

Chemical stock holdings

Food and Beverage

Petro - Chemical

Pulp and Paper

PISTON TORQUE

MODEL DIA SUPPLY (Nm)

MTL50 68 550Kpa 52

MTL130 110.2 550Kpa 136

MTL200 136 550Kpa 207

MTL270 163 550Kpa 272

Standard Stroke lengths:
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THE NEW FORCE IN ACTUATION

Variable stroke length and clevis arrangements available upon request.

100mm / 150mm / 200mm / 250mm / 300mm / 350mm

STAINLESS STEEL PNEUMATIC/HYDRAULIC ACTUATOR

LINEAR CYLINDERS

Full 316s/s Pneumatic Cylinder

Severe Service

High Performance

To suit



Specify Model - MVR ( Rotary ) , MVL ( Linear )

Specify Size - eg 55

Specify air supply - eg 80 Psi

Specify Action - eg Double Acting ( DA ) / Spring Return ( SR )

Specify Controls - eg Solenoid 240 VAC

Example: MVR 55 DA / 80

Solenoid 240VAC

Limit Switch Box 240VAC

ISO or Generic mounting PCD

Envelon 561 Coated Springs

for corrosion protection

Female ISO or Double D Shaft connections

Sand blasted 316s/s Barrel finish

Ensure you have checked the following before sizing  or ordering your MOTIVACT actuator

Valve Torque - include safety factor if severe service

Air supply - determines total actuator torque

Mounting details

Application - eg Salt water , Petro-chem, Corrosive

Frequency of operation

On / Off or Modulating control
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THE NEW FORCE IN ACTUATION

MOTIVACT  can provide the following options

P.O.A

P.O.A

No extra cost

STAINLESS STEEL PNEUMATIC/HYDRAULIC ACTUATOR

OPTIONS / ACCESSORIES

22A Aldous Pl

Worrigee

NSW, 2540

Australia

Ph: 61 (2) 44228066

Fax: 61 (2) 44228166

email: sales@motivact.com.au



22A Aldous Place

Worrigee, NSW, 2540

AUSTRALIA

THE NEW FORCE IN ACTUATION

Phone: 61 (2) 44228066

Fax: 61 (2) 44228166

email: sales@motivact.com.au

www.motivact.com.au


